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www.metec.ca613-678-3957METEC Metal Technology Inc.

Dump Body

DB 33, 48, 75, 99, 100

This dump body is specifically engineered and customized for your tractor and needs.  Designed 
to work with a rear-mounted drop or broadcast spreader. With a capacity that is up to three 
times higher than a rear spreader, this dump box allows you to go longer distances between 
refills. The joints are fully welded to prevent rust. Powder-coated for protection against any type 
of corrosion. A water tank can easily be mounted and secured with a strap. The perfect way to 
safely carry salt, sand, tools, and machinery.

DB33 DB48 DB75 DB99 DB100
Capacity ~1/2 cu yd 

(382 ℓ)
~1/4 cu yd 

(573 ℓ)
~1/2 cu yd 

(382 ℓ)
~1/4 cu yd 

(573 ℓ)
~7/8 cu yd 

(670 ℓ)
Weight 230 lbs (104 kg) 340 lbs (154 kg) 250 lbs (113 kg) 295 lbs (134 kg) 315 lbs (143 kg)

Overall Width 38.5” (90 cm) 43” (109 cm) 43” (109 cm) 42” (107 cm) 50” (127 cm)
Overall Height 22.5” (57 cm) 21” (53 cm) 16” (40.6 cm) 20” (51 cm) 22” (56 cm)
Overall Length 50” (127 cm) 62” (157.5 cm) 67” (170 cm) 66” (168 cm) 68” (173 cm)

Steel Gauge 11 Gauge
Standard Features Powder coated, Mild Steel

Options Custom designed to fit your tractor and application, Stainless Steel

*Above dimensions and weights are dependent on the model of tractor being used with.   For other 
models please contact METEC for more details.


