SPH DROP SPREADER

DS44-3PH

The METEC 3PH Drop Spreader is built for serious winter work on sidewalks, paths and tight-access
areas. Itsrugged hydraulic-driven design delivers precise, efficient material placement with no waste,
making it a favorite for municipal and commercial crews. With a 1/2 cu yd (382 £) hopper and a 40"
(1 m) drop width, it's sized right for compact tractors without sacrificing performance. Pair it with the
optional IQ-100 touchscreen control system for advanced rate control and remote diagnostics.
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DS44-3PH

Capacity 1/2 cu yd (3821)
Weight 430 Ibs (195 kg)
Overall Length 35.5" (0.9 m)
Overall Width 458" (1.16 m)
Overall Height 34.8” (0.88 m)
Spreading Width 40" (1.02 m)

Hydraulic Requirements
Type

Standard Features
Hitch Category

Options

METEC Metal Technology Inc.

15— 61 ¢/min./ 4-16 GPM

Hydraulic Driven

Hydraulic Flow Confrol Valve

CATI & CATII

613-678-3957 www.metec.ca

IQ100 Spreader Control System

IQ-100 Compact Spreader Control System (optional)

The IQ-100 is a compact spreader control system for smaller vehicles,
featuring a 7-inch touchscreen, self-diagnostics, and remote frouble-
shoofting via a mobile app and Bluetooth.
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