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www.metec.ca613-678-3957METEC Metal Technology Inc.

Sweeper - Light

The lightweight, European design of this sweeper is sure to please! The triangular bearing and 
cut-out in the side plate make changing the 24”-diameter brushes a breeze. With the motor 
mounted directly on the brush core instead of on the side, you can sweep much closer to 
objects and structures.  The angle of the brush can be effortlessly hydraulically adjusted. The 
support legs offer quick and easy mounting and dismounting of the brush.  The caster wheels 
make it easier to navigate around objects and structures. 

HF 1100 P HF 1200 P HF 1300 P HF 1400 P
Weight 397 lbs (180 kg) 408 lbs (185 kg) 430 lbs (195 kg) 463 lbs (210 kg)

Sweeping Width 43” (110 cm) 47” (120 cm) 51” (130 cm) 55” (140 cm)
Overall Width 51” (129 cm) 55” (139 cm) 59” (149 cm) 63” (159 cm)

Overall Height 26” (65 cm)
Overall Length 28” (70 cm)

Angling - Hydraulic 25° right/left - 1 swing cylinder
Power Requirements For use with tractors or implement carriers up to 60 HP (45 kW)

Brush Diameter Ø 24 x 7” (60 x 18 cm) nylon brushes
Standard Features Poly bristles, optional mix poly/steel

Hitch Category A-Frame or 3-Point CAT 0-I, 2
Options Positions LED light kit, Check valve for free run, Integrated swing valve, Electric 

reversal kit, Fixed rubber skirt

HF 1100, 1200, 1300, 1400 P
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www.metec.ca613-678-3957METEC Metal Technology Inc.

Sweeper - Light

The lightweight, European design of this sweeper is sure to please! The triangular bearing and 
cut-out in the side plate make changing the 24”-diameter brushes a breeze. With the motor 
mounted directly on the brush core instead of on the side, you can sweep much closer to 
objects and structures.  The angle of the brush can be effortlessly hydraulically adjusted. The 
support legs offer quick and easy mounting and dismounting of the brush.  The caster wheels 
make it easier to navigate around objects and structures. 

HF 1500 P HF 1600 P HF 1800 P HF 2000 P
Weight 485 lbs (220 kg) 518 lbs (235 kg) 584 lbs (265 kg) 650 lbs (295 kg)

Sweeping Width 59” (150 cm) 63” (160 cm) 71” (180 cm) 79” (200 cm)
Overall Width 67” (169 cm) 70” (179 cm) 78” (199 cm) 86” (219 cm)

Overall Height 26” (65 cm)
Overall Length 28” (70 cm)

Angling - Hydraulic 25° right/left - 1 swing cylinder
Power Requirements For use with tractors or implement carriers up to 60 HP (45 kW)

Brush Diameter Ø 24 x 7” (60 x 18 cm) nylon brushes
Standard Features Poly bristles, optional mix poly/steel

Hitch Category 3 point or A frame CAT. 1-2
Options Positions LED light kit, Check valve for free run, Integrated swing valve, Electric 

reversal kit, Fixed rubber skirt

HF 1500, 1600, 1800, 2000 P


